
TXO PRODUCTION CORP.
1800 LINCOLN CENTER BUILDING

DENVER, COLORADO80264

TELEPHONE (303) 861-4246

December 14, 1983

Mr. Norm Stout
State of Utah
Division of Oil Gas and Mining 73
4241 State Office Building
Salt Lake City, Utah 84114

Re: Coyote Basin Federal "A" #l
Section 31-T7S-R25E
Uintah County, Utah

Dear Norm:

Enclosed please find three copies of the Application for Permit to Drill the above-
referenced well. Also enclosed is a copy of the APD/MSUOP that was submitted to
the Bureau of Land Management.

We will be purchasing the water to drill this well from a source operated by Chevron
USA under permit No. 31-853-49-231.

If you have any questions, please contact me at this office.

Very truly yours,

TXO PRODUCTION CORP.

Paul Urban
Environmental Scientist

PU/jy

Enclosures/as stated

sos-o' XA
001& M



Form 9-881 C SUBMIT IN ßATE* Form approved.
(May 1963) (Other instructŠs on Budget Bureau No. 42-R1425.

UNITED STATES reverse side)

DEPARTMENT OF THE INTERIOR d. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY U-53863

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACK "_INDIAN,ALIÑTTERORTRIBENAME

18. TYPE OF WORK

DRILL E DEEPENO PLUG BACK O 7. UNIT AGBEEMENT NAME

b. TYPE OF WELL
- • •

OW
LL

VASLL
OTHER

NNELE MUNLTIPLE 8. - OR LM Nm

2. NAME OF OPERATOR COyote Basin Federal
TXO Production Corp. Attention: Paul Urban 9. WELL NO.

3. ADDRESS OF OPERATOR

1800 Lincoln Center Building, Denver, Colorado 80264 to. FIELD AND 200 OR WILDCAT

4. LOCATION OF WELL (RODOrt IOcation clearly and in accordance with any State requirements.*)
At sunnce

660' FSL, 1983' FEL Section 31-T7S-R25E 11. .,2., om ..

At proposed prod. zone
Sec. 3 -T7S-R25E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY O PARiBE STATE

Approximately 21 miles southwest of Dinosaur, Colorado• Uinta Utah
10, DISTANCE FROM PROPOSED* 16. NO. OF ACBES IN LEAS 17. NO. OF ACBER ABBIGNED

LOCATION TO NEAREST TO THIS WELI.
PROPERTY OR LEASE LINE, FT. 660' 600 40
(Also to nearest drig. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTART OR CABLE TOOLB

TO NEAREST WELL, DRILLING, COMPLETED'
- - - 4900' Rotarv

OR APPLIED FOR, ON THIS LEASE, FT. .7

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. Arraox. DAra wons wn.I. araaT•

5617' GR January 15, 1984
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4" 8 5/8" 24# 300' 175 sacks
7 7/8" 4 1/2" 10.5# 4900' 360 sacks

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.

24.

SIGNED
TITLEDistrict Drilling Manager DATE

December 15, 1983

(This space for Federal or State odice use)

PERMIT N 4PPROV4L DATF

APPROVED BY TITLE . DATE

CONDITIONS OF APPROVAL, IF ANY



PROJECT

TXO PRO DUCTION CORR

Well location, COYOTE BAS/N FED.
T 7 S, R 25 E, S. L . B. & M- a wi, located as shown in SW I/4SE I/4 ,

Section 31, T 7 S, R 25 E, S.L.B.SM.,
Uintah County, Utah.
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Reclaimed Reserve Pit
COYOTE BASIN FEDERAL "A" #1

Heater-Treater

Pumping
Unit

---"'

Scale: 1"=40'
Access

Road

Reclaimed
EXHIBIT 8Area

/' PRODUCTION

ank Tank --Berm & Fence ,7' FACILITIES

1) Tanks will be 12' diameter and 20' high, will hold 400 bb1s, and will be
surrounded by a berm and fence.

2) If well produces water in quantities greater than 5 bb1s per day, a lined
pit or tank will be used for storage. If the quantity is less than 5 bb1s
per day, an unlined pit will be used. Water storage will be surrounded by
a fence.

3) All pipelines will be coated, wrapped, and then buried.

4) The heater-treater wil be ASME



9-331 C ADDENDUM
Coyote Basin Federal "A" #1

Section 31-T7S-R25E
Uintah County, Utah

1. SURFACE FORMATION: Uinta

2. ESTIMATED FORMATION TOPS:

Green River 1920'
Wasatch 4820'
Tctal Depth 4900'

3. ESTIMATED DEPTH AT WHICH OIL, GAS, WATER OR OTHER MINERAL
BEARING ZONES ARE EXPECTED TO BE ENCOUNTERED:

Expected Gas Zone: Uinta Formation 1000'

Expected Oil Zones: Green River Formation 1920'

Water may be encountered in the Green River Formation.

4. CASING PROGRAM AS PER FORM 9-331 C.

5. PRESSURE CONTROL EQUIPMENT:

A. After surface casing is set, a double ram-type blowout preventer with blind
rams and pipe rams, wi h minimum working pressure of 2000 psi (greater
than the anticipated bottomhole pressure of 1000 psi), will be installed. See
Exhibit 1.

B. A choke control, fill and kill lines with minimum working pressure of 2000
psi will be installed.

C. A rotating pack-off head will be installed above the blowout preventer to
control flow while drilling with air.

D. The equipment in A and B will he pressure-tested to 2000 psi before drilling
surface pipe cement, and the blowout preventer will be tested for operations
daily and during trips.

6. MUD PROGRAM:

0'-4400' Water

4400'-TD Mud at 8.6-8.8#/gal., vis. 30-35 see.



7. AUXILIARY EQUIPMENT:

A. A kelly cock will be used.
B. A float valve will be run in the drill string above the bit.
C. A sub with full opening valve will be kept on the derrick floor to stab into

DP when kelly is not in use.

8. CORING, LOGGING, TESTING PROGRAM:

A. No coring is anticipated.

B. The logging program will consist of: DIL-GR from TD to surface pipe, FDC-
CNL-GR-CAL from TD to 2000' above TD. This logging program is subject
to change, pending drilling shows.

C. DST's are planned for all zones of interest.

9. ABNORMAL CONDITIONS:

A. No abnormal pressures or temperatures are expected.

B. No hazardous gases such as H2S are expected.

10. ANTICIPATED STARTING DATES:

Start location construction January 15, 1984
Spud date January 20, 1984
Complete drilling January 25, 1984
Completed January 31, 1984

11. Productive zones will be perforated, tested and treated as necessary. Gas will
be flared during testing. Produced water will be contained in the unlined
drilling reserve pit. The extent of treatment of a zone (acidizing and/or
fracing) can only be determined after the zone has been tested. If requested,
completion program will be furnished after drilling and



TXO PRODUCTION CORP.
MULTIPOINT SURFACE USE AND OPERATIONS PLAN

DATE: December 13, 1983

WELL NAME: Coyote Basin Federal "A" #1

LOCATION: 660' FSL, 1983' FEL, Section 31-T7S-R25E, Uintäh'County, UtaÑ"o
LEASE NO.: U-53863

1. EXISTING ROADS

A. Proposed well site as staked. Refer to Exhibit 2. The well has been
staked 660' FSL and 1983' FEL in Section 31-T7S-R25E.

B. Route and distance from nearest town or locatable reference point to
where proposed access route leaves main road: From Dinosaur,
Colorado proceed west on Highway 15 & 40 for 9.7 miles to the junction
of Highway 45. Turn left and proceed south on Highway 45 for 10.4
miles. At this point turn right onto a two-track trail and proceed west
for 0.7 mile to the beginning of the proposed access road.

C. Access route to location color coded in red and labeled. Refer to
Exhibit 3.

D. For development well, all existing roads within one mile color coded in
yellow. Refer to Exhibit 4.

E. Plans for improvement and maintenance of existing roads: The two-
track portion of the access road may need to be crowned and ditched.
During wet periods some maintenance may be necessary to allow
passage by drilling rigs and well servicing vehicles. Dry periods may
necessitate watering the roads to control dust.

2. PLANNED ACCESS ROAD

Show all necessary roads to be constructed or reconstructed: A new access
road, approximately 0.2 mile long, will be constructed in an north-south
direction from the existing road to the pad. The proposed road will be 18-
20 feet wide with a maximum disturbance width of 30 feet. The access roaa
will follow a grade of 5% of less. The road will cross no drainages; no low
water crossings will be constructed on the new access. There will be no
cattleguards, gates or cutting of fences. Refer to Exhibit



3. LOCATION OF EXISTING WELLS

Exhibit 6 is a one-mile radius locating and identifying the following:

A. Water Wells-None
B. Abandoned Well- Pan AM 1 USA, Sec. 31-T7S-R25E

Diamond Shamrock 3 East, See. 6-T8S-R25E
C. Temporarily Abandoned Wells - None
D. Disposal Wells-None
E. Drilling Wells-None
F. Producing Wells - Diamond Shamrock 2 East-Sec. 5-T8S-R25E

Diamond Shamrock 1 East-See. 5-T8S-R25E
Diamond Shamrock 1 East-Sec. 6-T8S-R25E

G. Shut-in Wells-None
H. Injection Wells-None
I. Monitcring or Observation Wells for Other Reasons-None

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

A. Exhibit 6 is a one-mile radius locating the following existing facilities
owned by the lessee/operator:

1. Tank Batteries-None
2. Production Facilities-None
3. Oil Gathering Lines-None

2 -

4. Gas Gathering Lines-None
5. Injection Lines-None
6. Disposal Lines-None

B. If new facilities are contemplated, in the event of production show:

1. Proposed facilities and attendant lines in relation to the well pad.
Refer to Exhibit 8.

2. Dimensions of facilities: Refer to Exhibit 8.

3. The production facilities will include a produced water pit, a
pumping unit, a heater-treater and two 400 bbl. storage tanks.
The pit will be located in cut, will contain all water production
and be built in accordance with NTL-2B specifications. All
connection work will be done by an oil field service company using
standard oil field materials.

4. Protective devices and measures to protect livestock and wildlife:
The water production pits will be fenced with barbed wire to
protect livestock and wildlife.

C. All plans for surface restoration are outlined under Item 10 of this



5. LOCATION AND TYPE OF WATER SUPPLY

A. Location and type of water supply: Water will be obtained from
Chevron USA under Utah State Water Permit Number 31853-49-231.

B. Method of transporting water: The water will be hauled in trucks by
a certified water hauler along the route shown in green on Exhibit 3.

C. If water well is to be drilled, so state: No water well is contem-

plated.

6. SOURCES OF CONSTRUCTION MATERIALS

A. Show information either on map or by written description: It is
anticipated that cuts on location will furnish sufficient quantities of
materials to construct a level location. Topsoil will be stripped to a
depth of 6 inches and windrowed off the southeast end of the pad for
later use during rehabilitation on the disturbed areas. Additional
material, if needed, will be purchased from the dirt contractor.

B. Identify if from Federal or Indian Land: The affected land is Federal
and under the management of the Bureau of Land Management.

C. Describe where materials such as sand, gravel, stone and soil material
are to be obtained and used: Material other than that supplied by cuts
on location should not be required to construct the pad and road.
Approximately 12,822 cubic yards of material will be derived from euts
on location and approximately 657 eubie yards of fill are needed. Refer
to Exhibit 7.

D. Show any needed access roads crossing Federal or Indian Lands: The
existing two-track and proposed new access road crosses BLM-

administered land in Section 31-T7S-R25E, all of which is part of
Federal Lease U-53863. Refer to Exhibit 5. The existing two-track
access road also crosses a short stretch of Utah State land in SW/SW
Section 32-T7S-R25E for which a State Right-of-Way grant will be
obtained.

7. METHODS OF HANDLING WASTE DISPOSAL

A. Cuttings will be contained and disposed of in the reserve pit.

B. Drilling fluids will be contained and disposed of in the reserve pit.
While drilling with air or gas, a dust arresting system will be installed
on the blow line.

C. Produced fracturing fluids will be directed to the reserve pit for evap-

oration.

D. Sewage: A portable chemical toilet will be on location during opera-

tions.

E. Garbage and other trash will be placed in a trash bin and removed to
a sanitary landfill upon



F. Protective Devices: The reserve pit will be fenced on three sides prior
to drilling, and on the fourth side before the rig moves off location.

G. Statement regarding proper cleanup when rig moves out: When the rig
moves out, trash and refuse will be removed from the location and
hauled to a sanitary landfill. All pits will be filled after drying and the
area restored as under Item 10 of this plan.

8. ANCILLARY FACILITIES

Identify all proposed camps and airstrips on a map as to their location, area
required and construction methods: None planned.

9. WELL SITE LAYOUT ATTACHMENT AND PROPOSED RIG LAYOUT

A. Cross section of drill pad with cuts and fills: Refer to Exhibit 7.

B. Location of mud tank, reserve pit, trash bin, pipe racks and other
facilities: Refer to Exhibit 7.

C. Rig orientation, parking area: Refer to Exhibit 7.

D. Statement regarding pit lining: Reserve pit will be unlined. However,
if the sub-surface structure is too porous or is highly fractured, a 2 to
4 inch layer of bentonite and/or plastic will be used as a lining for the
pit.

10. PLANS FOR RESTORATION OF SURFACE

A. Backfilling, leveling, contouring, and waste disposal: Upon completion
of the well, the site will be cleared of all debris and the mouse and rat
holes filled. The reserve pit will be allowed to dry and then will be
backfilled. Disturbed areas of the pad not needed for production
facilities will be graded to an appearance consistent with the natural
contours. These areas will then be covered with topsoil, disked and
reseeded with a seed mixture recommended by the BLM. If the well
is not commercially productive, the entire pad will be reclaimed as
described above.

In the event the well is not commercially productive, that portion of
the access road requested by BLM to be rehabilitated will be covered
with topsoil, disked and reseeded with a BLM-recommended seed
mixture. Shrubby plants removed during road construction will be
scattered randomly along the road to provide a natural apearance,
control erosion and enhance seed production.

B. Prior to rig release, pits will be fenced and so maintained until clean
up can be properly done.

C. If any oil is in the pit, it will be removed or overhead flagging will be



D. Timetable for commencement and completion of rehabilitation op-
erations: Rehabilitation will commence when drilling operations are
completed, approximately January 31, 1984, and will be completed
within approximately one year.

11. OTHER INFORMATION

General description of:

A. Topography, soil characteristics, geologic features, flora, fauna: The
well site is located on an east facing slope. Soil in the area is clay
loam, and vegetative cover is sparse, about 15% or less. Plant species
in the area include greasewood, saltbush, rabbitbrush, Indian rice grass,
and cheat grass. Fauna in the area include various birds and small
mammals. No endangered species are known to occur in the area.

B. Other surface-use activities and surface ownership of all involved lands:
The primary use of the land is oil and gas production.

C. Proximity of water, occupied dwellings, archeological, historical or
cultural sites: There are no live streams in the immediate area. There
are no occupied dwellings in the area. A cultural resource survey has
been conducted and the results forwarded to the Vernal BLM office.

12. LESSEE'S OR OPERATOR'S REPRESENTATIVES

Include the name, address and phone number of the lessee's or operator's
field representative who is responsible for assuring compliance with the
approved surface use and operations plan.

R.E. Dashner
District Drilling Manager
TXO Production Corp.
1800 Lincoln Center Building
1660 Lincoln Street
Denver, Colorado 80264
(303) 861-4246 - Business
(303) 690-5658 - Residence

Comments regarding the content of this plan or arrangements for an on-site
inspection should be directed to:

Charles Curlee
Environmental Manager
TXO Production Corp.
1800 Lincoln Center Building
1660 Lincoln Street "

Denver, Colorado 80264
(303) 861-4246 - Business
(303) 355-3297 -



13. CERTIFICATES

The following statement is to be included in the plan and must be signed by
the lessee's or operator's field representative who is identified in Item No.
12 of the plan.

I hereby certify that I, or persons under my direct supervision, have inspected
the proposed drill site and access roads; that I am familiar with the
conditions which presently exist; and that the statements made in this plan
are, to the best of my knowledge, true and correct; and, that the work
associated with the operations proposed herein will be performed by TXO
Production Corp. and its contractors, subcontractors in conformity with this
plan and the terms and conditions under which it is approved.

DATE: December 15, 1983
R.E. Dashner
District Drilling
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CONDITIONS OF APPROVAL FR NŒ'ICEØX) DRILL

DNiBIONOF
Company TXO Production Corporation 3 0ASe A@k . Coyote Basin A#1

Incation Sec. 31 T 7S R 25E Isase No. U-53863

Onsite Inspection Date January 10, 1984

All lease and/or unit operations will be conducted in such a manner that full
compliance is made with applicable laws, regulations (43 CFR 3100) , Onshore
Oil and Gas Order No. 1, and the approved plan of operations. The operator
is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished the field representative to insure campliance.

1. All fresh water and prospectively valuable minerals (as described by BLM
at onsite) encountered during drilling, will be recorded by depth, cased
and cemented. All oil and gas shows will be tested to determine
cournercial potential.

2. Pressure tests will be conducted before drilling out fram under all
casing strings which are set and cemented in place. Blowout preventer
controls will be installed prior to drilling the surface casing plug and
will remain in use until the well is campleted or abandoned. Preventers
will be inspected and operated at least daily to ensure good mechanical
working order, and this inspection recorded on the daily drilling report.
Preventers will be pressure tested before drilling casing cement plugs.

3. Mud Program and Circulating Medium:

No chramates are to be used in the mud program without the permission of
the Vernal Engineering Staff. If chramates are to be used, steel mud
tanks may be required.

4. Coring, Loqqing and Testing Program:

Run adequate electric, sonic, radioactivity and caliper logs to identify
prime oil shale zones and fresh water aquifers. Casing and cementing
programs will be adjusted to protect oil and gas zones , other minerals
and fresh water.

Whether the well is completed as a dry hole or as a producer, "Well
Campletion and Recampletion Report and Log" (Form 3160-4) will be
submitted not later than 15 days after campletion of the well or after
campletion of operations being performed, in accordance with 43 CFR 3164.
Two copies of all logs, core descriptions, core analyses, well-test data,
geologic summaries, sample description, and all other surveys or data
obtained and campiled during the drilling, workover, and/or campletion
operations, will be filed with form 3160-4. Samples (cuttings, fluids,
and/or gases) will be submitted when requested by the authorized officer
(AO)



5. No location will be constructed or moved, no well will be plugged, and no
drilling or workover equipment will be renoved fram a well to be placed
in a suspended status without prior approval of the AO. If operations
are to be suspended, prior approval of the AO will be obtained and
notification given before resumption of operations.

The spud date will be reported orally to the AO within 48 hours after
spudding. If the spudding occurs on a weekend or holiday, the report
will be submitted on the following regular work day.

In accordance with Onshore Oil and Gas Order No. 1, this well will be
reported on Form 9-329 "Monthly Report of Operations", starting with the
month in which operations commence and continue each nonth until the well
is physically plugged and abandoned. This report will be filed, in
duplicate, directly with Royalty Management Accounting Center, Minerals
Management Service, P. O. Box 2859, Casper, Wyaming 82602, and a copy
forwarded to the Vernal BIM District Office, 170 South 500 East, Vernal,
Utah 84078.

If a replacement rig is contemplated for campletion operations, a "Sundry
Notice" (Form 3160-5) to that effect will be filed, for prior approval of
the AO, and all conditions of this approved plan are applicable during
all operations conducted with the replacement rig.

Should the well be successfully campleted for production, the AO will be
notified when the well is placed in a producting status. Such
notification will be sent by telegram or other written cammunication, not
later than the first business day following the date on which the well is
placed on production.

No well abandonment operations will be commenced without the prior
approval of the AO. In the case of newly drilled dry holes or failures,
and in emergency situations, oral approval will be obtained fram the SO.
A "Subsequent Report of Abandonment" Form 3160-5, will be filed with the
AO within 30 days following campletion of the well for abandonment. This
report will indicate where plugs were placed and the current status of
surface restoration. Final abandonment will not be approved until the
surface reclamation work required by the approved APD or approved
abandonment nok.ice has been campleted to the satisfaction of the AO
or his representative, or the appropriate Surface Managing Agency.

A first production conference will be scheduled within 15 days after
receipt of the first production notice.

(The following stipulations apply to the Surface Use Plan)

6. Planned Access Roads: A new access road of about 2, 000 feet will be
required.

a. Width: The road would be 18-20 feet wide on a 30 foot right-of-way.
b. Maximum grades: 10 percent
c. Turnouts: None planned
d. Drainage: No significant drainages are



e. Surface materials (source) : Most of the constructión materials for
the road will be located on lease.

f. Other: The proposed access is on lease except for 500 feet on state
land just before it reaches the county road (old Bonanza highway) .

No BLM right-of-way application will be required since the APD
approval would include authorization for required roads on lease.

All travel will be confined to existing access road rights-of-way.

7. Location of Tank Batteries and Production Facilities:

All permanent (on site for six months or longer) structures constructed
or installed (including oil well pumpjacks) will be painted a flat, non-
reflective, earthtone color to match the standard environmental colors,
as determined by the Rocky Mountain 5 State Interagency Cammittee. All
facilities will be painted within 6 months of installation. Facilities
required to camply with O.S.H.A. (Occupational Safety and Health Act)
will be excluded.

If a tank battery is constructed on this lease, it will be surrounded by
a dike of sufficient capacity to contain 1½ times the storage capacity of
the battery.

Tank batteries will be placed on the northwest corner of the proposed
pad.

All loading lines will be placed inside the berm surrounding the tank
battery.

All site security guidelines identified in 43 CFR 3162.7 regulations will
be adhered to.

All of f-lease storage , of f-lease measurement , or cammingling on-lease or
off-lease will have prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the
wellhead. The gas flowline will be buried from the wellhead to the meter
and anchored securely at the meter. Meter runs will be housed and/or
fenced.

The oil and gas measurement facilities will be installed on the well
location. The oil and gas meters will be calibrated in place prior to
any deliveries. Tests for meter accuracy will be conducted monthly for
the first three months on new meter installations and at least quarterly
thereafter. The AO will be provided with a date and time for the initial
meter calibration and all future meter proving schedules. A copy of the
meter calibration reports will be submitted to the Vernal District
Office. All meter measurement facilities will conform w,ith the API
standards for liquid hydrocarbons and the AGA standard for natural gas
measurement.

The use of materials under BIN jurisdiction will conform to 43 CFR



Construction material will be located on lease.

8. Methods of Handling Waste Disposal:

The reserve pit will not be lined.

Burning will not be allowed. All trash must be contained and
disposed of by use of a trash cage then hauled to an approved disposal
site.

Produced waste water will be confined to this reserve pit for a period
not to exceed 90 days after initial production. During the 90 day period
an application for approval of a permanent disposal method and location,
along with required water analysis, will be submitted for the AO's
approval. Failure to file an application within the time allowed will be
considered an incident of noncampliance, and will be grounds for issuing
a shut-in order.

9. Well Site Layout:

The reserve pit and pad will be located and oriented as indicated in the
layout diagram.

The top 6-8 inches of topsoil will be stockpiled near reference stakes 6
and 7 at the southeast corner of the pad.

Access to the location will be as described in the APD.

Reserve pits will be fenced with a wire mesh fence and topped with at
least one strand of barbed wire.

10. Plans for Restoration of Surface:

Immediately upon campletion of drilling, the location and surround- ing
area will be cleared of all debris, materials, trash and junk not
required for production.

Before any dirt work to restore the location takes place, the re- serve
pit must be completely dry and all cans, barrels, pipe, etc. will be
removed.

The reserve pit and that portion of the location and access road not
needed for production or production facilities will be reclaimed within a
reasonable time period.

If the well is to be abandoned, then all disturbed areas will be
recontoured to the approximate natural contours.

The stockpiled topsoil will be evenly distributed over the disturbed
areas.

Prior to reseeding, all disturbed areas, including the access roads, will
be scarified and left with a rough surface. Then the Vernal



Bookcliffs Resource Area will be consulted regarding the determination of
an approved seed mixture.

Seed will be broadcast or drilled at a t.irne specified by the BIN. If
broadcast, a harrow or same other implement will be dragged over the
seeded area to assure seed coverage.

11. Other Information:

The APD includes a general description of the affected area.

There will be no deviation fram the proposed drilling and/or workover
program without prior approval fram the AO. Safe drilling and operating
practices must be observed. All wells, whether drilling, producing,
suspended, or abandoned will be identified in accordance with 43 CFR
3162.2.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in accordance with
43 CFR 3164.

The dirt contractor will be provided with an approved copy of the surface
use plan.

A cultural resource clearance has been received for the location,
however, if any cultural resources are found during construction, all
work-will stop and the AO will be notified.

This drilling permit will be valid for a period of one year from the date
of approval. After permit termination, a new application will be filed
for approval for any future drilling
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RECONCILEWELLNAMEANDLOCATIONON APD AGAINSTSAMEDATAŒ PLAT MAP.

AUTHENYICATELEASE ANDOPERATORINFORMATION

VERIFY ADEQUATEANDPROPERBONDING

AUTHENTICATEIF SITE IS IN A NAMEDFTEf.D, ETC.

APPLY SPACINGCONSIDERATION

ORDER

UNIT

c-3-b

c-3-c

CHECKDISTANCETD NEARESTWELL.

OUTSTANDINGOR OVERDUEREPORTSFOR OPERATOR'S OTH WW.?

IF PCTASHDESIGNATEDAREA, SPECIAL LANGUAGEON APPROVALLEITER

IF IN OIL SHALEDESIGNATEDAREA, SPECIAL APPROVALLANGUAGE.

VERIFY LEGALANDSUFFICIENT DRILLING



December 23, 1983

TXO Production Corporation
Attn: Paul Urban
1800 Lincoln Center Bldg.
Denver, Colorado 80264

RE: Well No. Coyote Basin Fed. A #1
SWSE Sec. 31, T. 7S, R. 25E
660' FSL, 1983' FEL
Uintah County, Utah

Dear Mr. Urban:

Insofar as this office is concerned, approval to drill the above referred to
oil well is hereby granted in accordance with the Order issued in Cause No. 129-1
dated September 23, 1967. The following stipulations should be noted:

1. A copy of the water purchase agreement with Chevron USA shall be
submitted to this office prior to spudding, otherwise this letter
of approval to drill is void.

2. This well may not be completed as a gas well, except aspprovided
by the order of Cause No. 114-1 dated June 15, 1965.

3. If completed in the Wasatch, and if there is not going to be
production from the Green River, spacing of Order No. 129-1 will
be replaced by Rule C-3(b).

Should you determine that it will be necessary to plug and abandon this well,
you are hereby requested to immediately notify the following:

RONALDJ. FIRTH - Chief Petroleum Engineer
Office: 533-5771
Home: 571-6068

Enclosed please find Form OGC-8-X, which is to be completed whether or not
water sands (acquifers) are encountered during drilling. Your cooperation in
completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours after
drilling operations commence, and that the drilling contractor and rig number be



IAU FLUUUCLAVII LUrgUKhwaOII

Well No. Coyote BAsin Ped. A #1
December 23, 1983
Page 2

The API number assigned to this well is 43-047-31430.

S ncerely,

. .! Firth
ief Petroleum Engineer

RJF/as
cc: Branch of Fluid Minerals



DIVISIONOFOILGASANDMINING

SPÐDINGINFORMATION

NAPEOFCŒPANY: TXO PRODUCTION CORPORATION

WFI\ NAFF: COYOTE BASIN FEDERAL A#1

SECTION SWSE 31 TOWNSHIP 78 RANGF 25E COUNTY UINTAH

DRILLINGCONTRACTOR
RI6#
SPÐDO: DATE 2-18-84

TIME

ÑOWDRYHOLEMGGER
(set 16" @ 40')

IhlLLING WILLC0191ENCE

REPORTEDBY MR. JOHNS

TELEPHONEÑ

DAy 2-24-84 SIGN



Form 9-331 Form Approved.

Dec. 1973 Budget Bureau No.42-RI424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-53863

GEOLOGlCAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRY NOTíÓES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASE NAME

1. oil gas Coyote Basin Federal
well well other 9. WELL NO.

2. NAME OF OPERATOR "A" #1
TXO PRODUCTIONCORP. 10. FIELD OR WILDCAT NAME -

3. ADDRESS OF OPERATOR COyOte BRSin

1800 Lincoln Center Bldg. , Denver, Co. 80264 11. SEC., T., R., M., OR BLK. AND SURVEY OR

4. LOCATION OF WELL (REPORT LOCATIONCLEARLY. See space 17 AREA

below.) Section 31, .Ì7S-R25E
AT SURFACE: 660' FSL & 1983' FEL, Sec. 31 12. COUNTY OR PARISH 13. STATE
AT TOP PROD. INTERVAL: Uintah - Utah

14. API NO.
- 9 3 i

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-047-31430
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

5617 ' GL
REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple completion or zone
PULL OR ALTER CASING change on Form 9-330.)

-

MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*
(other) _change surf csg size

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

Ran 10 jts 9-5/8", 36#, K-55, STSC set @322' w/ 200 sxs cmt on 2/24/84.
This deviates from the 8-5/8", 24#, csg which was proposed on the original
APD.

Subsurface Safety Valve: Manu. and Type _ Set @ Ft.

18. I he t regoing is true and correct

SIGNED TITLE DATE

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instructions on Reverse



TXO PRODUCTION CORP.

O 1800 LINCOLN CENTER BUILDING
DENVER, COLORAD 80264

TELEPHONE (303)' 442

STATE OF UTAH
Natural Resources & Energy
Oil, Gas, & Mining DIVISIONOF4241 State Office Building Olt.GAS&MININGSalt Lake City, Utah 84114

RE: COYOTE BASIN FED. "A" #1
Section 31, T7S-R25E
Uintah County, Utah

Gentlemen:

Please find enclosed three (3) copies of Form 9-331,
"Sundry Notices and Reports on Wells", reporting the
spudding of the above referenced well.

If there are any further questions concerning this
well, please contact me at this office.

Sincerely,

TXO PRODUCTION RP.

Charles H. ohns
Petroleum Engineer

CHJ/dek
encls.



Form 9-331 Form Approved.

Dec. 1973 . Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-53863

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME

(Do not use this forrn for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASE NAME

Coyote Basin Federal
1. oil gas

well well other 9. WELL NO. t .

2. NAME OF OPERATOR
TX0 Production Corp. 10. FIELD OR WILDCATNAME

3. ADDRESS OF OPERATOR COyote Basi n
1800 Lincoln Center Bldg., Denver, CO 80264 11. SEC.,T.,R.,M:,0R LK.AÑDSURyEYOR

4. LOCATION OF WELL (REPORT LOCATIONCLEARLY. See space 17 AREA

below.) Section 31-T7S R25E
AT SURFACE: 660' FSL 1983' FEL 12. COUNTYORPARISH 13.%TATE
AT TOP PROD. INTERVAL: Section 31-T7S-R25E Uintah Utah
AT TOTAL DEPTH: 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE 43-047-31430
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, DB ND WD)

5617' GL
REQUEST FOR APPROVAL TO: SUBSEQUENT llE.PORT OF
TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (F{OTE: e ort results of moltiple ompletion or zone
PULL OR ALTER CASING cnange on Form 9-330.)

MULTIPLE COMPLETE
CHANGE ZONES
ABANDON• DMSIONOF
(other) Notice õf Spud

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

MIRU Rat Hole spudder. Spud well on 2-18-84. Set 40' of 16" conductor
pipe. RD and move off. WORotary,CRC Rig #75, spudded 12¼" hole
6:00 pm 2-23-84.

Reported spud to do Anne Taylor with the BLM @ 3:00 pm 2-23-84 and
Ron Firth w/ the State of Utah @ 4:00 pm on 2-23-84.

Please note that setting of the 16" conductor pipe deviates from the
approved APD.

Subsurface Safety Valve: Manu. and Type _ _ Set @ Ft.

18. I hereby certify thap he foregoing is true and correct

SIGNED TITLE Petroleum EngineerDATE February 24, 1984
blarles H. Johris

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instructions on Reverse



TXO PRODUCTION CORP.

O 1800 LINCOLN CENTER BUILDING
DENVER, COLORADO 80264

TELEPHONE (303) 861-4246

DIVISIONOF
G'rL,GAS&MINING

March 7, 1984

STATE OF UTAH
DIVISION OF OIL, GAS, & MINING
4241 State Office Building
Salt Lake City, Utah 84114

RE: COYOTE BASIN FED. "A" #1
Section 31, T7S-R25E
Uintah County, Utah

Gentlemen:

Enclosed please find form 9-331 (Sundry Notice)
reflecting a casing change for the above referenced well.

If you are in need of anything further please contact
the undersigned.

Sincerely,

T D T

Charles H. Johns
Petroleum Engineer

CHJ/dek



Form 9-331 Form Approved.
Dec. 1973 Budget Bureau No.42-RI424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR 11-53863

GEOLOGICALSURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME
(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASE NAME

1. oli gas Coyote Basin Federal
well O wen O other temp. abandon 9. WELL NO.

2. NAME OF OPERATOR "A" #1
TKOFRODIJCTIONCORP. 10. FIELD OR WILDCAT NAME

3. ADDRESS OF OPERATOR COVOte BRSin
1800 Lincoln Cntr. Bldg. , Denver, Co. 80264 11. SEC., T., R., M., OR BLK. AND SURVEY OR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA
below.) Section 31, T7S-R25E
AT SURFACE: 660' FSL & 1983' FEL, Sec. 31 12. COUNTY OR PARISH 13. STATEAT TOP PROD. INTERVAL: SBIlle RS above n tg UdAT TOTAL DEPTH: same as above 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-047-31430
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF Q Ug¶ •
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple completion or zonePULL OR ALTER CASING JUN 8 1984 change on Form 9--330.)
MULTIPLE COMPLETE
CHANGE ZONEs O OABANDON* DIVISION OF OIL
(other) temporary abandonment GAS & MINING
17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations andmeasured and true vertical depths for all markers and zones pertinent to this work.)*

Operator has suspended operations and temporarily abandoned the above
referenced well pending evaluation as a salt water disposal well.

Subsurface Safety Valve: Manu. and Type Set @ Ft.

S

GNI her hat h regoing is true and correctt.roleum

Engineer DATE 5/31/84
(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL. IF ANY:

•See Instructions on Reverse



WELLNAME: Coyote Basin Fed. "A" #1 PTD: 5000'
AREA: Coyote Basin ELEVATIONS: 5617' GL
LOCATION: Section 31, T7S-R25E CONTRACTOR: CRC #75
COUNTY: Uintah AFE NUMBER: 841725
STATE: Utah LSE NUMBER: 73686
FOOTAGE: 660' FSL & 1983' FEL TXO WI: 75%
**¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾¾**************

03/29/84 4708' PBTD, SICP 30#, SITP 20#. RU swab. IFL 2700'. Swab 37 runs.
Rec 49 bb1s w/ 5-10% oil out. Fluid entry rate decr dramatically
after 34th run to 50'/run. Lower tbg to 4624'. Go to 1/2 hr runs.
Reo 3 BF. Total ree for day 3 BO, 49 BW. BLWTBR290. SWI. SDFN.
DW: 2700. CW: 292,180.

03/30/84 4708' PBTD, SICP 10#, SITP 10#. RU swab. IFL 4000'. Make 17 runs.
FFL 4550'. Reo 12.5 BW, no oil. Final entry rate 1.9 BPH w/ tr oil.
Wtr temp 72°F, Cl¯ 8000 ppm. SWI. SDFN. DW: 1170. cw: 293,351.

03/31/84 4708' PBTD, SICP 10#, SITP 5#. RU & swab 7 runs. IFL @4000'. FFL @
4400'. Rec 8 BF w/ tr oil. Last run pulled 200' of fluid. Wtr
sample Cl 8000 ppm. RIH w/ 2 BHT thermometers. Set on btm 1/2 hr.
Showed BHT of 123°F & 125°F. Tag sd w/ tbg @4669'. TOOH w/ tbg.
TIH w/ RBP, pkr & tbg. Tagged w/ RBP @ 4659'. Couidn't work past.
Set pkr @4652' w/ RBP not set. Pulled 2 swab runs. IFL @4000'.
Rec 2.5 BF w/ 5% oil. 2nd run was dry. RU Hot Oil Service. Pump 12
bbls 3% KCL wtr w/ 2% Parasperse & 1 gal Halliburton Lowsurf-59 @
225°F. Flush w/ 18 bbls 3% KCL wtr @ 140°F. Hit perfs w/ 3000# @ 1/4
BPM. Av 2200# @7 BPM. ISDP 1500#. Total load 30 BF. SI 1 br.
Open well on vacuum. RU & swab 10 runs. IFL @200'. FFL @4300'.
Rec 28.5 BF. Had 2-8% oil. Fluid entry was 3.75 BPH. Rel pkr. Set
RBP & 4630'. Set pkr @4600'. Pumped 28.5 bbls 3% KCL w/ 2%
Parasperse & 1 gal Lowsurf-59 @224°F. Flush w/ 18 bbls 3% KCL wtr @
224°F. No press break while pumping. Pump 8 2 BPMw/ 2400#. ISDP
2200#. Total load is 46.5 BF. SWI. SDFN. DW: 6233. CW: 299,584.

04/01/84 4708' PBTD, tbg on vacuum. SICP 0#. RU & swab 25 runs. IFL @ 1400'.
FFL @4300'. Rec 35 BF, tr oil. Final entry less than 4 BPH. TOOH
w/ tbg, pkr & RBP. TIH w/ notched collar, SSN, tbg. Land collar @
4600'. SWI. SDFN. DW: 2770. CW: 302,354.

04/02/84 4708' PBTD, SDFS. DW: 0. CW: 302,354.

04/03/84 4708' PBTD, SITP 5#, SICP 10#. RU swab. Swab 49 runs. Rec 80 BW& 4
BO. FFL 4200'. Final entry rate 5.8 BPH. SDFN. 201 BLWTBR. DW:
2100. CW: 304,454.

04/04/84 4708' PBTD, SITP 20#, SICP 50#. IFL 2800'. Made 58 runs. Reo 6 80,
66 BW. Final entry rate 4.8 BPH. FFL 4300'. SWI. SDFN. Water
sample indicates frac fluid. 135 BLWTBR. DW: 2400. CW: 306,854.

04/05/84 4708' PBTD, SITP 60#, SICP 120#, IFL 3200'. Pulled 200' oil, 500' 50%
oil cut, 600' 10% oil cut. Swabbed approx 5 runs/ hr. Made 44 swab
runs. Rec 41 BF (6 80, 35 BLW). 10% - 30%oil out. swabbedFL dwn
to 4500'. Pull 200' fluid. Entry rate decr remainder of day. Final
oil cut 10%. Final entry rate 1.5 BPH. SWI. SDFN. DW: 2000. CW:
308,854.

04/06/84 4708' PBTD, SICP 60 psi. SITP 80 psi. Swabbed 30 runs. IFL @3600'.
1st run rec'd 100' free oil, 200' 50% , rest of run 20% oil out. FFL
& 4450. Rec'd 34.5 bbls fluid. Final entry rate 3.9 BPH. Final oil
out 10%. ND BOP. NU tree. Set tbg intake @ 4609' KB. Rei rig. SWI
for evaluation. DW: 3550. CW: 312,404.

04/07/84 4708' PBTD, well SI for evaluation. Drop from report pending further
operations. DW: 0. CW: 312,404.

04/17/84 4708' PBTD, MIRUCU. RU & swab. IFL @ 1300'. Could not get swab dn
because of parrifin block. SWI. SDFN. DW: 1950. CW: 310,804.

04/18/84 4708' PBTD, SICP 25#. SITP 0#. Pumped 18 bbls hot 3% KCL wtr dn tbg.
Swabbed 37 runs. Reo 85.5 BF. IFL,@ 1300'. FFL @4300'.



TXO PRODUCTION CORP.
- RECEiVED

O 1800 LINCOLN CENTER BUILDING
DENVER,COLORADO80264 JUN 8 1984
TELEPHONE (303) 861-4246

DIVISION OF OIL
GAS & MINING

June 6, 1984

DIVISION OF OIL, GAS, & MINING
4241 State Office Building
Salt Lake City, Utah 84114

Attn: Mr. Cleon B. Feight
Director

RE: COYOTE BASIN FED. "A" #1
Section 31, T7S-R25E
Grand County, Utah

Dear Mr . Feight:

Enclosed find two (2) copies of Form 9-330, "Well
Completion or Recompletion Report and Log" and copies of the
well history for the above referenced well.

If there are any further requirements concerning this
well, please contact me at this office.

Sincerely,

TXO PRODUCTION CORP.

Mark E. Repasky
Petroleum Engineer

MER/dek
encls.

ASUMOARYOF



UÑfTED ST ES MI IN I poe

DEPARTMENT OF THE INTERIOR .5. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY U-53863
6. IF INDIAN, ALLOTTEE OR TRIBE NAltE

WELLCOMPLETIONOR RECOMPLETIONREPORTAND LOG *

la. TYPE OF WELL: o AESLL
DBY Other Êa don 7. ENIT AGREEMENg NAME

b. TYPE OF COMPLETION:
NEW WORK DEEP- PLUG DIFF. ww - -
WELL OYER EN DACK REsvn. Other S. FARM OR LEASE NAME

2. NAME OF OPERATOR Covote Basin Federal
TXO PRODUCTIONCORP. JUN 8 1984 9. WEËL NO.

3. ADDRESS OF OPERATOE gg gg

1800 Lincoln Cntr. Bldg., Denver, Co. 80264 nlvim N OF
10. FIELD AND POOL, OR WILDCAT

4. LOCATIONeOF6WELL (RepSoreroca on8ercart a s.Sacecorauncelteitaany a e i&
MININ ,,Co o ea.,

R LOCK ACRVEY

At top prod. interval reported below SR RS ÀWe

At total depth Same as above Section 31, T7S-R25E
1 PERMIT NO E SSCED 12. .T R 13. STA

1954ATE S D 1Û. DATE T.D. REACHED 1Î, DATE CO3tPL. (R€Gdy $0 þrOd.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)e 19. ELEV. CASINGHEAD

2/23/84 I 3/7/84 N/A (~3/-U \ 5629' KB 5617' GL
2Ô. TOTAL DEPTH. MD A TVD 21. PLUG. BACK T.D., MD & TVD 22. IF 3It'LTIPLE CO31PL., 23. INTEAVALS ROTARY TOOLS CABLE TOOLS

HOW MANT* DRILLED BY

4887 ' 4590 ' \ x \
24. PRODUCING INTERVAL(S), OF THIS CO31PLETION-TOP, BOTTOM, NAME (MD AND TVD)• 25. WAS DIRECTIONAL

SCRVET MADE

N/A _ .

No
26. TTPE ELECTRIC AND OTHER LOGS RUN 23. WAS WELL CORED

gm ) No
28. CASING RECORD (Report all strings set in toell)

CASING SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CE31ENTING RECORD
.

AMOUNT PULLED

9-5/8" 36# 322' 12-1/4" 200 sxs
_

none
4-1/2" 10.5# 4876' 7-7/8" 450 sxs none

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

31. PERFORATION RECORD (Interval, Bize and ntiinb€r) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.

4717-727', .36" dia, 6 holes DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERI ED

4659-661'
, . 36" dia, 6 holes 4614-20 ' 4659- 30 000 gals , 80 , 500# 10 /20 sd,

4658-662'
, . 36" dia, 8 holes 61 '

,
6658-62 '. . . 500 gals 3%KCL wtr.

4614-620 '
, . 36" dia, 5 holes

3374-378'
, , 36" dia, 10 holes

33°3360-336',
.36" dia, 14 holes PRODUCTION

DATE FIRST PRODUCTION PRODUCTION METEIOD (Flotoing, gas lift, purnping-Bize and i pd Of PÕ174p) WELL STATUS (ProdttCing Or

DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL-BBL. GAS-MCF. WATER--BBL. GASWIL RATIO
TEST PERIOD

FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL--BBL. GAS-MCF. WATLR-HBL. OIL GRAVITT-API (CORR.)
24-HOUR RATE

- I I I
34. DISPOßITION Or GAs (Sold, used for fuel, tiented, etc.) TEST WITNESSED BT

35. LIST OF ATTACHMENTS

36. I hereby ce e rego ng and attached information is complete and correct as e mined from all avail ble record6/4/84

*(SeeInstwetionsand Spaces for Additional Data on Reverse
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RECEIVED -

Form 9-331
Form Approved.

Dec. 1973
Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE

DEPARTMENT OF THE INTIBÿg F OIL
1,1-53863

GEOLOGICAL SURVEY GAS & MININ
6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRY NOTICESAND REPORTSON WELLS 7.•UNIT AGREEMENT NAME

(Do not use this form for pronosals to driti or to deepen or plug back to a different N/A
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASENAME

1. oil gas
Coyote Basin Fede al

well well other dry 9. WELL NO.

2. NAME OF OPERATOR "A" #1
m PR()I)IJC'I'IONCORP. lo. FIELD OR WILDCAT NAME

3. ADDRESS OF OPERATOR COÿOte ßaŠl.11

1800 Lincoln Cntr Bldg. , Denver, Co. 80264 11. SEC., T., R., M., R BLK.AND St Y OR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA ,

below.) SPettait 1 T/S-Ig5

AT SURFACE: 660 ' FSL & 1893' FEL, Sec. 31 12. COUNTYOR PAR1ŠH 13. TATE

AT TOP PROD. INTERVAL: Same SS above par
AT TOTAL DEPTH: Same RS above 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE. 43-047-31430
REPORT, OR OTHER DATA 15. ELEVATIONS(SHOW DF, KDB AÑ WD)

5629' KB e

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple com etion or zone

PULL OR ALTER CASING change on Form 9-330.)

MULTIPLE COMPLETE
CHANGE ZONES
ABANDON* - ) -

(other)
-> c

2 DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertin nt dates,

including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

Operator intends to pull 4-1/2" production esg and plug abandon the
above well as per orders fro Bob Graff of the Moab Utah BIN : P1tigsjäill

be set as follows: CIBP @4600' 2 sxs cmt on top, CIBP @3300' 2 ex¥cmt

on top, 100' in/100' out of 4-1/2" esg stub, 100' in/100' out of 9-5 8"
surf pipe, 25' @surf w/ dry hole marker.

Subsurface Safety Valve: Manu. and Type Set Ft.

18. I hereby certif that the foregoing is true and correct

StGNED TITLE Petroleum Engineeronte 7 84

(This space for Federal or State office use)

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL IF ANY:

•See Instructions on Reverse



Form 9-331 Form Approved.
Dec. 1973 Budget Bureau No.42-RI424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-53863

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME
N/A

SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME -

N/A(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASE NAME

Coyote Basin Féderal "A"1. gae
other A 9. WELL NO.

2. NAME OF OPERATOR #1
TXO PRODUCTION CORP . 10. FIELD OR WILDCAT NAME

3. ADDRESS OF OPERATOR ('Avnte WÑSi
1800 Lincoln Cntr. Bldg., Den. CO. 802É 11. SEÔ.,T.,R.,M.,ORBLK.ANDStFRVÉYOR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA
below.) See 31 ' T73-RZ59
AT SURFACE: 660 ' FSL , 189 3 ' FEL , Sec . 31 12. cou'NTY OR ORISH 13. ŠTATE
AT TOP PROD. INTERVAL: Same RS above Uintah .. Ut hAT TOTAL DEPTH: same as above

14. API NO.
16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE. 43-047-314-30 -

REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB ANO WD)
5629' KBREQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF 0 RECElVEDFRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL SE OTE: Report results multiple com etion or zone
PULL OR ALTER CASING Î 3 Î$$ change on Form 9-330.)

MULTIPLE COMPLETE
CHANGE ZONES
ABANDON* DWISIONOF OfL
(other) GAS & MINING
17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,

including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

Operator has plugged & abandoned the above well oti 24/84 as
follows:

Set CIBP @ 4600' w/ 2 sxs Cl "B" on top. Set CIBP 3600'½/
2 sxs Cl "B" on top. Load hole w/ 9 ppg mud. Free pt & cut
off 4-1/2" production esg @ 1400'. Set plug #3 fro 1300-1500'
w/ 44 sxs Cl "B" cmt. Set plug #4 from 230-430' w/ 70 sxs Cl
"B" cmt. Set plug #5 from 60 ' to surf w/ 30 sxs C1 "B" cmt
w/ dry hole marker .

Subsurface Safety Valve: Manu. and Type - - Set @ Ft.

18. I hereby certify tha the foregoing is true and correct

SIGNED TITLEPetroleum Engingg A g. 31, 1984
(This space for Federa

APPROVED BY TITLE DJHE STATE
CONDITIONS OF APPROVAL, IF ANY: OF UTAH DIVISION OF

01 GA , A D MINING i
DAT . /
BY·

·*See
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